











CAULK DAM SEAL -
SEE DETAIL I7 BELOW

FOR BALANCE OF INSTALLATION
INSTRUCTIONS SEE STEP 5, BACKER ROD

SHEET | OF STANDARD INSTRUCTIONS ggfﬁﬂ-m
PLAN VIEW

— e e "
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Connection at

Intermediate
Horizontal

4" SYSTEM
SHOWN - 5" ¢ 6"
SYSTEMS SIMILAR

|

PTB57 = 3-5/& PTBG| = &"

PTB58 = 4" PTBG2A = 7"
PTB59 = 5" PTB62C = &'
PTBEO = 5 V2" S-130 # (4x /2"

HEX HEAD SCREW
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G MAMDATCRY - BEAD OF SEALANT APPLIED

\QEGUND ENTIRE PERIMETER OF FRAME
CLIP

3/4" DIA. ETHAFOAM ROD(P-1094)
FORCE INTO VOID IN HORIZ.RAIL, ‘

HOLD APPROX. /8" FROM END OF
RAIL (THIS IS TO FORM BACK-UP
FOR SEALANT APPLIED LATER.)

SEAL
5-270(2)
SECTION 201 x.28] 5LOTTED HOLES
THRU CLIP
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EQUALIZE SPACE BETWEEN
VERTICAL MEMBERS (SHOULD
BE !/32") AND DRIVE
THE =2 70
SEEEWS SECURELY.

\
\
P2 <

2 o

e
TOOL € CLEAN OFF
ESS SEALANT

EXC
I NT.

Il " NOTE: WHEN HORIZONTAL EXPANSION 15
! ||| NOT REQUIRED, CUT HORIZONTAL TO
DAYLITE DIMENSION € ELIMINATE 1/32¥
''| JOINT ~ FLAT HEAD SCREW AND
COUNTERSUNK HOLE MAY BE USED.
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SEAL END OF HORIZONTAL ACROSS
VERTICAL MEMBER. TO OPPOSITE
HORIZONTAL-SEAL END OF THIS
HORIZONTAL AS WELL BEFORE
INSTALLING SPONGE CAULK

DAM. THIS SEALANT
i
4

MUST BE A BUTYL

BASE SEALANT AND
SHOULD BE APPLIED
VERY LIEERALL\:\.

1 -

y i

pUSH SpoNce cAuLK [
DAM (P-TB-30) INTO

GLASS SUPPORT

VOID BETWEEN HORIZ. Lip
RAILS. THIS IS A VEL
PRESSURE FIT. TOP LivE |
OF SPONGE MUST BE SEALANT |
LEVEL WITH TOP OF \ AREA.

GLASS SUPPORT LIP.  <ral ALL SCREW
HEADS WATERTIGHT
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TOOL AL EXCESS
SEALANTS !IHTG VERDS,

HORIZONTAL BAND OF
BUTYL BASE SEALANT FROM
GASKET ACROSS SPONGE CAULK
DAM TD GASKET.

AFTER INSTALLING GLASS,
INSTALL VEETICAL PRESSURE
PLATES UISING S-193 SCREWS,

SECTION AT
SETTING BLOCK

i—

-

Ny, b , S
IMPORTANT - e

SEALANT MUST NOT

BRIDGE OR BLOCK THE
WATER FLOW AREA [SEE

ARRCOWS) BETWEEN EDGES o~

OF GLASS AND FRAMING | | S

SYSTEM, | STRRD .
* YERTICAL SNAP-ON COVER SETTING BLOCK P-94% IS 4”LONG AND 15
MUST BE INSTALLED PRIOR TO HORMALLY INSTALLED AT &4 POINTS.

IMSTALL MG HORIZONTAL PRESSURE
FLATE . (SEE DETAIL MO, B)
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TO VERTICAL GASKET

BE SURE YOU SEAL— | ||
HORIZONTAL GASKET \

(BUTYL BASE SEALANT)

PRESSURE PLATE TO

VERTICAL SNAP-ON b

COVER.
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(3)WEEP HOLES PER
~" HORIZONTAL. (1 EA.

BETWEEN SETTING
BLOCK € VERTICAL.

o (1NBETWEEN THE
SETTING BLOCKS.
BE SURE WEEP

HOLES ARE NOT
BLOCKED.

?HNSTALL
" HORIZONTAL
PRESSURE PLATE
USING S$-193 SCREWS

P-1887 (2)
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WINDOW AND WALL



