400 THERMAL BARRIER
(FRAMING SYSTEM FOR 1’ INSULATED GLASS)

General Notes

1. These drawings and notes cover typical conditions
for this product. Due to individual job require-
ments it is necessary to refer to WAUSAU 's final
distribution drawings for supplemental information
not covered by these instructions. Any conflict
or discrepancies must be clarified through Tubelite's
Engineering Department prior to execution.

2. Specific types of sealants are called for in these
instructions, due to compatability with different
materials. Sealants other than those specifically
called for are the responsibility and option of the
erector or glazer and must be approved by the seal-
ant manufacturer in regard to gquality and compata-
bility for its intended use. All sealants hust be
used in strict accordance with manufacturer's
instructions, applied only by trained personnel to
surfaces that have been properly prepared.

3. Drainage gutters and weep holes must be kept clean
at all times. WAUSAU cannot accept responsibility
for improper drainage as a result of clogged
gutters -and weep holes.

4. All framing shall be erected plumb and true in
proper alignment and relation to established lines
and grades.

5. Any discrepancies found between WAUSAU 's final
distribution drawings, these drawings and notes,
and actual field conditions must be brought to the
attention of WAUSAU 's Engineering Department
for recommendation prior to execution.
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4" SYSTEM,
SHOWN - 5" ¢ 6"
SYSTEMS SIMILAR

201 GHOLES

#7 DRILL

P-ATB-23 (4")
P-5TB-23 (5")
P-6TB-23 (6")

ARROW ON
CLIP MUST
POINT TO
EXTERIOR
OF WALL

S-130 #(4x /2"
HEX HEAD SCREW
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~ MANDATORY - BEAD OF SEALANT APPLIED
AROUND ENTIRE PERIMETER OF FRAME

CLIP
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3/4" DIA. ETHAFOAM ROD (P-1094)
FORCE INTO VOID IN HORIZ.RAIL,
HOLD APPROX. 1/8" FROM END OF
RAIL (THIS IS TO FORM BACK-UP

FOR SEALANT APPLIED LATER))
P-4TB-23

\

0

EXPANSION IS NOT REQUIRED, FLA I
B HEAD(S-192) SCREWS MAY BE USED
IN COUNTERSUNK HOLES IN LIEU OF
S$-191 TRUSS HEADS & SLOTTED HOLE.

SECTION * DIMENSION IS .906" WHEN
THRU CLIP S-192 SCREW IS USED
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EQUALIZE SPACE BETWEEN
VERTICAL MEMBERS (SHOULD
BE !/32") AND DRIVE
THE S-19] (2)
SCREWS SECURELY.

& TOOL £ CLEAN OFF
EXCESS SEALANT
AT JOINT.

NOTE: WHEN HORIZONTAL EXPANSION IS

NOT REQUIRED, CUT HORIZONTAL TO

‘ DAYLITE DIMENSION € ELIMINATE 1/32”
JOINT ~ FLAT HEAD SCREW AND

COUNTERSUNK HOLE MAY BE USED.
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SEAL END OF HORIZONTAL ACROSS
VERTICAL MEMBER. TO OPPOSITE
HORIZONTAL-SEAL END OF THIS
HORIZONTAL AS WELL BEFORE
INSTALLING SPONGE CAULK
DAM. THIS SEALANT
MUST BE A BUTYL
BASE SEALANT-AND
SHOULD BE APPLIED 4
VERY LIBERALLY.

PUSH SPONGE CAULK
DAM (P-TB-30) INTO

GLASS SUPPORT

VOID BETWEEN HORIZ. Le
RAILS. THIS IS A LEVEL
PRESSURE FIT. TOP jj_
OF SPONGE MUST BE SEALANT

LEVEL WITH TOP OF ARE@_‘
GLASS SUPPORT LIP.
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P-TB-28 GASKET

A
P1B94
— P28 —
| PROPER INSTALLATION
ol OF GASKET

P-TB-28 GASKET

ALL GASKETS TO BE CUT
LONG BY Yie" PER FOOT
OF LENGTH.
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TOOL ALL EXCESS
SEALANTS INTO VOIDS.

HORIZONTAL BAND OF
BUTYL BASE SEALANT FROM
GASKET ACROSS SPONGE CAULK
DAM TO GASKET.
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AFTER INSTALLING GLASS.
INSTALL VERTICAL PRESSURE
PLATES USING S-193 SCREWS.

SECTION AT
SETTING BLOCK

IMPORTANT:
SEALANT MUST NOT
BRIDGE OR BLOCK THE
WATER FLOW AREA (SEE
ARROWS) BETWEEN EDGES

OF GLASS AND FRAMING
SYSTEM.

% VERTICAL SNAP-ON COVER
MUST BE INSTALLED PRIOR TO

INSTALLING HORIZONTAL PRESSURE
PLATE. (SEE DETAIL NO. 8)

STANDARD :
SETTING BLOCK P-94G IS 4" LONG AND IS
NORMALLY INSTALLED AT //4 POINTS.
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e S N
(3)WEEP HOLES PER
HORIZONTAL. (1) EA.

BE SURE YOU SEAL- | \
HORIZONTAL GASKE‘I_'\

{gﬁgﬁ:ﬁ SQEL"ST) . BETWEEN SETTING
A BLOCK & VERTICAL.
Ve & o (I)BETWEEN THE

SETTING BLOCKS.
BE SURE WEEP
HOLES ARE NOT
BLOCKED.

PRESSURE PLATE TO
VERTICAL SNAP-ON
COVER.

SEAL ALL SCREW | e \
HEADS IN HORIZONTAL V. o PrOMLIN
PRESSURE PLATES. :

INSTALL SCREw)

|/ HORIZONTAL
W, & % PRESSURE PLATE
& USING 5262 SCREWS
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