
Design Pressure: 66psf Design Pressure: 70psf Design Pressure: 50psf

Max. Door Opening: 6'0" x 9'0" Pair / 3'0" x 9'0" Single Max. Door Opening: 8'0" x 8'0" Pair / 4'0" x 8'0" Single Max. Door Opening: 7'0" x 8'0" Pair / 3'6" x 8'0" Single

CVR Panic CVR Panic CVR Panic

Falcon 1690HH Falcon 1690HH Falcon 1690HH

First Choice 3690FL First Choice 3690FL

Jackson 2086 w/ impact kit Jackson 2086 w/ impact kit

Von Duprin HH9947 Von Duprin HH9947
Rim Panic Rim Panic Rim Panic - Removable mullions must be used

First Choice FL3790

Sargent WS AD8500

Von Duprin 33A/35A

Von Duprin 98/99XP
Removable Mullions Removable Mullions Removable Mullions

Von Duprin 9954 with 154 stabilizer clip

Von Duprin KR9954 with 154 stabilizer clip

Active Door Lock Assembly Active Door Lock Assembly Active Door Lock Assembly

Adams-Rite 1853A + 4015 + 4016 Adams-Rite 1853A + 4015 + 4016 Adams-Rite 1853A + 4015 + 4016

Adams-Rite MS 1850S + 4015 + 4016 Adams-Rite MS 1850S + 4015 + 4016 Adams-Rite MS 1850S + 4015 + 4016

Inactive Door Lock Assembly Inactive Door Lock Assembly Inactive Door Lock Assembly

Adams-Rite Flush Bolt MS 1881 Adams-Rite Flush Bolt MS 1881 Adams-Rite Flush Bolt MS 1881

Adams-Rite Flush Bolt MS 2180 Adams-Rite Flush Bolt MS 2180 Adams-Rite Flush Bolt MS 2180

Hinges Hinges Hinges

Butt Hinge - Hager BB1191 Butt Hinge - Hager BB1191 Butt Hinge - Hager BB1191

Offset Pivot - Rixon 180/147/M19L Offset Pivot - Rixon 180/147/M19L Offset Pivot - Rixon 180/147/M19L

Offset Pivot - Tubelite P795DT/IL/DB

Cont Gear Hinge - Select SL11HD Cont Gear Hinge - Select SL11HD Cont Gear Hinge - Select SL11HD

Cont Gear Hinge - Hager/Roton 780 Cont Gear Hinge - Hager/Roton 780 Cont Gear Hinge - Hager/Roton 780

Cont Gear Hinge - Pemko KCFM-95HD1 Cont Gear Hinge - Pemko KCFM-95HD1 Cont Gear Hinge - Pemko KCFM-95HD1

Cont Gear Hinge - ABH A110 HD Cont Gear Hinge - ABH A110 HD Cont Gear Hinge - ABH A110 HD
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