Engineering Bulletin: ECR00472

Communication Date: 7/20/2020
TU B EL[TE\ Effective Date: 7/21/2020
DEPENDABLE Released By: Perez, Marcell
LEADERS IN ECO-EFFICIENT STOREFRONT,
CURTAINWALL AND ENTRANCE SYSTEMS E/T14000 1/0O, E/T14000,
Systems Affected:

E/T/TU24650 and TU24000

Subject: New Storefront Setting Blocks

New setting blocks P1180 (EPDM), P1180S (silicone) & P2413S (silicone) will be available to order
starting July 21st, 2020. P1180 & P1180S will replace P1132 & P1131 as well as P1167 & P1167S.
P
P2413S is used on E/T14000 I/0O, E/T 14000, E/T/TU24650 and TU24000.

This is the silicone version of the previously released P2413 (EPDM).
P1180/P1180S is used on E/T14000, E/T/TU24650 and TU24000.

*

New orders starting on 7/21/2020 should specify P1180 or P1180S
*
The following literature is being updated and will be available online by the effective date or as soon as possible
afterwards:
Perimeter Sheets, Installation Manuals & Design Manuals
Price Book sections G2, G2.1, G2.2, G3, G3.1, G3.2, G3.3 and G3.4
EZ Estimate (client version by 7/27)
Glazier Studio (7/27)
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